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Disposable Bladeless Trocar
with Thread / Balloon

Optical trocars allow the tissue to be clearly identified during insertion, allowing the surgeon safely access 
to the abdominal cavity. Bladeless trocars are suitable for a procedure that is gentle on fascia and tissue 
and that requires fewer fasciae to be closed afterwards. As well the bladeless trocars are suitable for 
bracing in the abdominal wall. Trocars with a protected blade are also available.

Disposable 
Laparoscopic Trocar

Bladeless trocar with thread, 5#, 100mm

Product code Description

GC0701A11

Bladeless trocar with thread, 11#, 100mmGC0701A12

Bladeless trocar with thread, 12#, 100mmGC0701A13

Bladeless trocar with thread, 15#, 100mmGC0701A14

Bladeless trocar with thread, 8#, 100mmGC0701A15

Bladeless trocar with balloon, 5#, 100mmGC0701B11

Bladeless trocar with balloon, 11#, 100mmGC0701B12

Bladeless trocar with balloon, 12#, 100mmGC0701B13

Bladeless trocar with balloon, 8#, 100mmGC0701B15

One-way Extended Thread Sleeve 
Smooth insertion and maintaining retention at 
shorter depths, maximizing internal working 
space and visibility. 

Universal Seal Design
Allows 5-12mm instrument rod to pass easily 
and wrap it perfectly.

Low-profile Access Design
Avoids abdominal wall and blood vessel 
damage.

Retention Disk

Latex-free Balloon
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Latex-free Balloon              
· Provides Maximized working space and visibility. 
· Provides pressure on the incision site, potentially 
  reducing port-site bleeding. 
· Keeps the instrument rod stable during the 
  procedures.

Disposable Bladed Trocar 
with Thread / Balloon

Bladed trocar with thread, 5#, 100mm

Product code Description

GC0701A01

Bladed trocar with thread, 11#, 100mmGC0701A02

Bladed trocar with thread, 12#, 100mmGC0701A03

Bladed trocar with thread, 12#, 150mmGC0701A23

Bladed trocar with thread, 8#, 100mmGC0701A05

Bladed trocar with balloon, 5#, 100mmGC0701B01

Bladed trocar with balloon, 11#, 100mmGC0701B02

Bladed trocar with balloon, 12#, 100mmGC0701B03

Bladed trocar with balloon, 8#, 100mmGC0701B05

Blade Activation Switch 
· Provides a clear indication of shield position. 
· Push aside the switch to activate the blade.
· Recessed switch design to avoid misoperation.

Shield Bladed Design
· Low-profile shielded flat 
  bladed design for smooth 
  entry with low insertion 
  force.
· Protects internal organs 
  and tissues from damage 
  during penetration.

Retention Disk 
Prevents the cannula from moving deeper into 
the abdominal cavity.



· 360° to protect the notch, avoiding the friction of the 
   instrument in and out of the notch.
· The tension on the notch is uniform and the circle 
   provides the largest area of view.
· Easy to operate, which allows putting a large bending 
   instrument.
· Nontoxic silicone material to prevent cross infection.

Disposable 
Wound Protector

Product code OD of upper/bottom ring OD of channel Height

GC0708B01

GC0708B11

GC0708B21

GC0708B02

GC0708B12

GC0708B22

GC0708B32

GC0708B03

GC0708B13

GC0708B23

GC0708B33

GC0708B04

GC0708B05

GC0708B15

GC0708B25

GC0708B35

GC0708B06

GC0708B16

GC0708B07

GC0708B08

40/30mm

40/30mm

40/30mm

50/40mm

50/40mm

50/40mm

50/40mm

60/50mm

60/50mm

60/50mm

60/50mm

100/50mm

70/60mm

70/60mm

70/60mm

70/60mm

70/70mm

70/70mm

150/70mm

120/100mm

120/100mm

120/100mm

120/120mm

120/120mm

15mm

15mm

15mm

15mm

25mm

25mm

25mm

25mm

25mm

25mm

25mm

35mm

35mm

35mm

35mm

35mm

35mm

35mm

60mm

60mm

60mm

60mm

60mm

60mm

25mm

30mm

35mm

25mm

25mm

30mm

35mm

7mm

25mm

30mm

35mm

7mm

7mm

25mm

35mm

60mm

25mm

35mm

7mm

25mm

40mm

70mm

25mm

40mm

GC0708B18

GC0708B28

GC0708B09

GC0708B19
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Disposable Height Changeable 
Wound Protector

60/70mm

80/90mm

120/130mm

150/160mm

180/190mm

220/230mm

270/280mm

320/330mm

60mm

80mm

120mm

150mm

180mm

220mm

270mm

320mm

40-150mm

40-150mm

40-250mm

40-250mm

40-250mm

40-250mm

40-250mm

40-250mm

Product code OD of upper/bottom ring OD of channel Changeable height

GC0708A01

GC0708A02

GC0708A03

GC0708A04

GC0708A05

GC0708A06

GC0708A07

GC0708A08

The Upper Ring
· Folds in, on and out, and attaches the polyurethane film 
   to the wound lips. 
· Achieves protection and retraction in a wide range of 
   specialities, patient sizes and incision sizes.
· Facilitates rapid and effortless setup. 

Thermoplastic Polyurethane Film
· Provides 360°Atraumatic Retraction. 
· Maximizes exposure with a minimum incision size. 
· Provides excellent appearance in incision area. 
· Provides hands-free retraction, reducing strain, 
   discomfort and fatigue associated with traditional 
   hand-held retractors. 
· Wraps the wound lips well and makes buffer for 
   bleeding.

The Bottom Ring
· It is made of polyurethane and has a flexible structure. 
· Folds easily through the small size incision.
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· The Veress Needle is a single-use needle for laparoscopic surgery.
· Ergonomically designed handle for comfortable grip.
· Blunt tip-spring activated stylet with an audible click and a visual 
   abdominal free-space indicator.
· The product is with economy, safety, stability and reliability.

Veress Needle

120mm

Product code Description

GC0801A01

150mmGC0801A02

Luer lock
inlet

Spring
housing

On/off tap

Sharp needle

Blunt tip trocar

Hole for insufflation
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The Laparoscopic Filter & Tubing Set contains sterile, single-use product ranges, including insufflation 
Tubing Set.
The Insufflation Tubing Set is for use to insufflate the abdominal cavity in order to create working space 
for the endoscopic procedures, and it contains a filter for filtration of the insufflation gas.
The insufflation tubing is available with either a Luer lock or a 15 & 22mm ISO connector for compatibility 
with a range of insufflators.

· Adaptable to all insufflators for tubing standardization.
· Rotating Luer lock connector prevents twisting or 
  disconnects of CO2 line.
· Durable, non-collapsing tubing.

Insufflation Tubing

Product code DescriptionConnector

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

GC1952B00B0 

GC1952C00B0

GC1952D00B0

GC1952E00B0

GC1952I00B0

Luer Lock

15mm Connector

22/15mm Connector

Push-on Connector

O Ring Connector
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Product code DescriptionConnector

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

Filtration Efficiency: 99.99%
Total length 300cm, OD8.5mm, ID5.9mm

GC1952B10B0

GC1952C10B0

GC1952D10B0

GC1952E10B0

GC1952I10B0

Luer Lock

15mm Connector

22/15mm Connector

Push-on Connector

O Ring Connector
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Available with different connectors
Suitable for most machines on the market         
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With a wide range of
filters for your option
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Filtration Efficiency: 99.99%
Total length 300cm
OD8.5mm, ID5.9mm

Picture DescriptionProduct code

GC1952D30B0

Filtration Efficiency: 99.99%
Total length 300cm
OD8.5mm, ID5.9mm

GC1952E20B0

Filtration Efficiency: 99.99%
Total length 300cm
OD8.5mm, ID5.9mm

GC1952C21B0

Connector

22/15mm
Connector

Push-on
Connector

15mm
Connector



Product code

GC1902A01 High flow heated insufflation tubing for UI500 insufflator of Karl Storz

Description

99

The heating element provides additional user comfort. The integrated gas heater enhances the endo-
scopic view as it greatly minimizes telescope fogging. Furthermore, the filament in the insufflation tube 
ensures that there is no heat loss in the tube during the insufflation process and that CO2 gas flows into 
the operating field at a temperature of 37℃.

· With gas filter for single-use.
· Apply to 50L high flow insufflator of Karl Storz.

Heated Insufflation Tube



This heated insufflation tube is used for Stryker 45L Insufflator, which provides exceptional performance 
with Enhanced safety and reliability. The insufflator offers real time pressure sensing for increased accura-
cy during a procedure. 

High Flow Heated
Insufflation Tube
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High flow II tube set  

Picture DescriptionProduct code

GC1952T40B2

High flow tube set with
Real-time pressure sending (RTP)

GC1952U40B2

Heated tube set with
Real-time pressure sending (RTP)

GC1902B02
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